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TEST REPORT
EN60529

Degrees of protection provided by enclosures(IP code)
Report Number………...: CISSR260615090

Date of issue.................................. : June 22, 2026

Total number of pages..................: 17 Pages

Testing laboratory...................... : Shenzhen BangCe Testing Technology Co., Ltd.
Address......................................... : 101, Building 10, Yun Li Intelligent Park, Shutianpu Community,

Matian Subdistrict, Guangming District,Shenzhen, Guangdong,
China

Applicant’s name...........................: Yongkang Zimo Security Equipment Co., Ltd
Address...........................................: 3rd Floor, No. 12 Huancun South Road, Wangshangdian Village,

Zhiying Town, Yongkang City, Jinhua, Zhejiang Province
Manufacturer..................................: Yongkang Zimo Security Equipment Co., Ltd

Address...........................................: 3rd Floor, No. 12 Huancun South Road, Wangshangdian Village,
Zhiying Town, Yongkang City, Jinhua, Zhejiang Province

Test Report Form No.................... : CISS-TR-401-A0
Standard......................................... : EN 60529:1991+A1:2000+A2:2013+AC:2019

Test procedure...............................: IP Code Report

Test Result: PASS

General disclaimer:

The test results presented in this report relate only to the object tested.
This report shall not be reproduced, except in full, without the written approval of Shenzhen BangCe Testing
Technology Co., Ltd. The authenticity of this Test Report and its contents can be verified by contacting the
Shenzhen BangCe Testing Technology Co., Ltd., responsible for this Test Report.
Contact information:Tel: 86-755-2319 6848, Mail: service@cis-cn.net, Website: http:/www.cis-cn.net/

Product Name................................: Smart lock

Model/type reference....................: BNK005, BNK001, P1, BNK005PRO, P11, P12, P8, P9, K15, P15, D3,
K9S, K12

Model differences..........................: All models the same as electrical structure and different only modle
names.

IP degree...................................... : IP65

____________________________ ___________________________
Project Engineer: Ice Wan Approved by: Eleven Yang
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Possible test case verdicts:
- test case does not apply to the test object................ : N(N/A)

- test object does meet the requirement.......................: P(Pass)

- test object does not meet the requirement................ : F(Fail)

Testing:
Date if receipt of test item…………………………………….: 2026-06-15
Date (s) of performance of tests……………………………..: 2026-06-15 to 2026-06-18
General remarks:
Throughout this report a point is used as the decimal separator.
The test results presented in this report relate only to the object tested.
This report shall not be reproduced except in full without the written approval of the testing laboratory.
Decision rules for the conclusion of this test report: decision by actual test data without considering
measurement uncertainty.
Summary of testing:
1. Appendix 1, Photo documentation

Tests performed (name of test and test clause):

The submitted samples were tested and found to
comply with the requirements of:

EN 60529:1991+A1:2000+A2:2013+AC:2019

Testing location:

1A, Building 2, Yunli Intelligent Park, Shutianpu
Community, Matian Subdistrict, Guangming District,
Shenzhen, Guangdong, China
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5 Degrees of protection against access to hazardous parts and against solid
foreignobjects indicated by the first characteristic numeral

P

5.1 Protection against access to hazardous parts P

5.2 Protection Against Solid Foreign Objects N

0- No protection N

1- Prevent the back of the hand from approaching
dangerous parts/prevent solid foreign objects with
a diameter of no less than 50mm

N

2- Prevent fingers from approaching dangerous
parts/prevent solid foreign objects with a diameter
of no less than 12.5mm

N

3- Prevent tools from approaching dangerous
parts/prevent solid foreign objects with a diameter
of no less than 2.5mm

N

4- Prevent metal wires from approaching
hazardous components/prevent solid foreign
objects with a diameter of no less than 1.0mm

N

5- Prevent metal wires from approaching
hazardous components/dust prevention

N

6- Prevent metal wires from approaching
hazardous components/dust tight

P

6 Degrees of protection against ingress of water indicated by the second
characteristic numeral

P

0- No protection N

1- Prevent vertical dripping of water N

2- Prevent vertical dripping of water when the
casing is tilted at 15 °

N

3- Anti dripping water N

4- Anti splash water N

5- Anti water spray P

6- Anti strong water spray N

7- Prevention of short-term immersion effects N
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8- Prevention of continuous flooding effects N

9- Impact of High Temperature/High Pressure
Water Spray Prevention

N

7 Degrees of protection against access to hazardous parts indicated by the
additional letter

N

A - Prevent hand back approach N

B - Prevent finger access N

C - Prevent tool access N

D - Prevent metal wires from approaching N

8 Supplementary letters N

H-High voltage equipment N

M-waterproof test is conducted during the
movement of movable parts of the equipment
(such as the rotor of a rotating motor)

N

S-waterproof test is conducted when the movable
parts of the equipment (such as the rotor of a
rotating motor) are stationary

N

W - Provide additional protection or treatment to be
suitable for specified climatic conditions

N

9 Examples of designations with the IP Code N

9.1 IP Code not using optional letters: N

9.2 IP Code using optional letters: N

10 Marking N

The requirements for marking shall be specified in
the relevant product standard.

N

Where appropriate, such a standard should also
specify the method of marking which is to be used
when

N
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one part of an enclosure has a different degree of
protection to that of another part of the same
enclosure

N

the mounting position has an influence on the
degree of protection

N

the maximum immersion depth and time are
indicated

N

11 General requirements for tests P

11.1 Atmospheric conditions for water or dust tests P

11.2 Test samples P

11.3 Application of test requirements and interpretation
of test results

P

11.4 Combination of test conditions for the first
characteristic numeral

N

Designation with a first characteristic numeral
implies that all test conditions are met for this
numeral

N

11.5 Empty enclosures N

12 Test for protection against access to hazardous parts indicated by the first
characteristic numeral

N

12.1 Accessprobes N

12.2 Test conditions N

12.3 Acceptance conditions N

12.3.1 For low-voltage equipment.

(Rated voltage not exceeding 1000V a.c. and
1500V d.c.)

N

The access probe shall not touch hazardous live
parts.

N

If adequate clearance is verified by a signal circuit
between the probe and hazardous parts, the lamp
shall not light.

N
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12.3.2 For high-voltage equipment

(Rated voltage exceeding 1000V a.c. and 1500V
d.c.)

N

When the access probe is placed in the most
unfavourable position(s), the equipment shall be
capable of withstanding the dielectric tests as
specified in the relevant product standard
applicable to the equipment.

N

Verification may be made either by dielectric test or
by inspection of the specified clearance dimension
in air which would ensure that the tests would be
satisfactory under the most unfavourable electric
field configuration (see IEC 71-2).

N

In the case where an enclosure includes sections
at different voltage levels the appropriate
acceptance conditions for adequate clearance
shall be applied for each section.

N

12.3.3 For equipment with hazardous mechanical parts N

The access probe shall not touch hazardous
mechanical parts.

N

If adequate clearance is verified by a signal circuit
between the probe and hazardous parts, the lamp
shall not light.

N

13 Test for protection against solid foreign objects indicated by the first
characteristic numeral

P

13.1 Test means N

Test means and the main test conditions are given
in table 7

N

13.2 Test conditions for first characteristic numerals 1, 2,
3, 4

N

13.3 Acceptance conditions for first characteristic
numerals 1, 2, 3, 4

N

13.4 Dust test for first characteristic numerals 5 and 6 N



Report number：CISSR260615090

EN 60529
Clause Requirement – Test Result - Remark Verdict

CISS-TR-401-A0 Page 7 of 17

Category 1: Enclosures where the normal working
cycle of the equipment causes reductionsin air
pressure within the enclosure below that of the
surrounding air,

N

Category 2: Enclosures where no pressure
difference relative to the surrounding air ispresent.

N

13.5 Special conditions for first characteristic numeral 5 N

13.5.1 Test conditions for first characteristic numeral 5 N

13.5.2 Acceptance conditions for first characteristic
numeral 5

N

13.6 Special conditions for first characteristic numeral 6 P

13.6.1 Test conditions for first characteristic numeral 6 Continuous testing for 8
hours

P

13.6.2 Acceptance conditions for first characteristic
numeral 6

There was no obvious dust
accumulation on the circuit
inside the shell after the
test.

P

14 Test for protection against water indicated by the second characteristic
numeral

P

14.1 The test means and the main test conditions are
given in table 8

P

14.2 Test conditions P

Test means and main test conditions are given in
table 8

P

During the tests for IPX1 to IPX6 the water
temperature should not differ by more than 5K from
the temperature of the specimen under test

P

For IPX6 and IPX9 details of the water temperature
are given in 14.2.7 and 14.2.9respectively.

N
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Test for second characteristic numeral 8,the test
conditions are subject to agreement between
manufacturer and user, but they shall be more
severe than those prescribed in 14.2.7 and they
shall take account of the condition than the
enclosure will be continuously immersed in actual
use

N

14.2.1 Test for second characteristic numeral 1 with the
drip box

N

14.2.2 Test for second characteristic numeral 2 with the
drip box

N

14.2.3 Test for second characteristic numeral 3 with
oscillating tube or spray nozzle

N

14.2.4 Test for second characteristic numeral 4 with
oscillating tube or spray nozzle

N

14.2.5 Test for second characteristic numeral 5 with the
6.3mm nozzle

P

14.2.6 Test for second characteristic numeral 6 with the
12.5mm nozzle

N

14.2.7 Test for second characteristic numeral 7: temporary
immersion between 0.15m and 1m

N

The test is made by completely immersing the
enclosure in water in its service position as
specified by the manufacturer so that the following
conditions are satisfied

N

a) the lowest point of enclosures with a height less
than 850mm is located 1000mm below the surface
of the water

N

b) the highest point of enclosures with a height
equal to or greater than 850mm is located 150mm
below the surface of the water

N

c) the duration of the test is 30min N

d)the water temperature does not differ from that of
the equipment by more 5K

N



Report number：CISSR260615090

EN 60529
Clause Requirement – Test Result - Remark Verdict

CISS-TR-401-A0 Page 9 of 17

14.2.8 Test for second characteristic numeral 8:
continuous immersion subject to agreement N

14.2.9 Test for second characteristic numeral 9 with a
spray nozzle

N

The test is made by spraying the enclosure with a
stream of water from a standard test nozzleas
shown in Figures 7, 8 and 9.

N

The set-up for measuring the impact force of the
water jet is given in Figure 10.

N

The distribution force shall be verified at upper and
lower limits of distance tolerance range (see Figure
11).

N

a) For small enclosures (largest dimension less
than 250 mm), the enclosure shall be mounted on
the test device shown in Figure 12.

N

– turntable speed: 5 r/min ± 1 r/min N

– spray positions: 0°, 30°, 60°, 90° N

The test duration is 30 s per position. N

b)For large enclosures (largest dimension greater
than or equal to 250 mm), the enclosure shall be
mounted as per intended use. The entire exposed
surface area of the enclosure shall be subjected to
the spray at some point during the test procedure.

N

– spray positions: the enclosure shall be sprayed
from all practical directions coveringthe entire
surface area and the spray shall be, as far as
possible, perpendicular to thesprayed surface.

N

– distance between nozzle and sample under test
shall be 175 ± 25 mm.

N

The test duration is 1 min/m2 of the calculated
surface area of the enclosure (excluding
anymounting surface), with a minimum duration of
3 min.

N
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14.3 After testing in accordance with the appropriate
requirements of 14.2.1 to 14.2.8 the enclosure shall
be inspected for ingress of water

P

It is the responsibility of the relevant technical
committee to specify the amount of water which
may be allowed to enter the enclosure and the
details of a dielectric strength test

N

In general, if any water has entered, it shall not: P

be sufficient to interfere with the correct operation
of the equipment or impair safety

Normal operation P

deposit on insulation parts where it could lead to
tracking along the creepage distances

N

reach live parts or windings not designed to
operated when wet

N

accumulate near the cable end or enter the cable
if any

N

If the enclosure is provided with drain-holes, it
should be proved by inspection that any water
which enters does not accumulate and that it drains
away without doing any harm to the equipment

N

For enclosure without drain-holes, the relevant
product standard shall specify the acceptance
conditions if water can accumulate to reach live
parts

N

15 Test for protection against access to hazardous parts indicated by the
additional letter

N

15.1 Access probes N

The access probe are given in table 6 N

15.2 Test conditions N

The access probe is pushed against any openings
of the enclosure with the force specified in table 6

N
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If it partly or fully penetrates, it is placed in every
possible position, but in no case shall the stop face
fully penetrate through the opening.

N

Internal barriers are considered part of the
enclosure as defined in 3.1.

N

For tests on low-voltage equipment, a low-voltage
supply (of not less than 40 V and not more than 50
V) in series with a suitable lamp should be
connected between the probe and the hazardous
parts inside the enclosure.

N

Hazardous live parts covered only with varnish or
paint, or protected by oxidation or by a similar
process, are covered by a metal foil electrically
connected to those parts which are normally live in
operation.

N

The signal-circuit method should also be applied to
the hazardous moving parts of high-voltage
equipment.

N

Internal moving parts may be operated slowly,
where this is possible.

N

15.3 Acceptance conditions
N

The protection is satisfactory if adequate clearance
is kept between the access probe and hazardous
parts.

N

Test for the additional letter B N

Starting from the straight position, both joints of the
test finger shall be successively bent through an
angle of up to 90° with respect to the axis of the
adjoining section of the finger and shall be placed
in every possible position.

N

Test for the additional letter C and D N

See Annex A for further clarification. N
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Conditions for verification of adequate clearance
are identical with those given in 12.3.1, 12.3.2 and
12.3.3.

N
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Appendix 1 Photo documentation

Photo 1(Overall photo)

Photo 2(Appearance)
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Photo 3(Appearance)

Photo 4( IP6X Testing)
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Photo 5( IP6X Testing Result)

Photo 6( IPX5 Testing)
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Photo 7(IPX5 Testing Result)

The PCB is potted with waterproof adhesive. Water accumulation

was found inside the product after testing, yet it does not affect

normal operation.
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Instrument and equipment use list

No. Name Models No
Calibration
effective
date

This
time use

1 Dust testing chamber TL-SC-1000 CIS-SE002 2027.01.03 √

2 Waterproof testing machine
IPX1-6 OJN-PX1-6 CIS-SE134 2027.04.21 √

3 IPX78 water-resistant
equipment TL-IPX78-700 CIS-SE003 2027.01.03

Note: Beat“√”For this purpose, all instruments and equipment are valid for calibration.

------ End of report------


